
 Installation instructions 
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Version A Version E
Classic

120-F 941.30.008

941.30.009

Glas 941.30.082 (≤ 120kg)

941.30.081 (≤ 80kg)

941.30.080 (≤ 40kg)

230 230100

without damping with damping
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Version A 

≥530

≥35 ≥35

≥630

≥35 ≥35

Version E 



K1x

L 1x

O1x
A1x

Q2x
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H 2x

J 1x2x I

Version A 

E
1x

P
1x

1xN

M1x

F 1x

C4x
B 2x

D4x

Rail
Brush seal

H 1x
G 1x

Version E 



PZ 1 / 2

SW 4

1

2
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A

12 Nm

B

8 10

1.251.252.252.25

C

D

10 mm8 mm

1

2

1 Nm

10

1

1

8

3

1

8 mm
F

F

10 mm

Ø 81

2

Q

GVersion E 



1 2

3

SW 4
3
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B

1

2

D

10

3
3

8

4
4

A
H

J

C

Ø 6 mm

PZ  2
4

I
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Version E 

6
SW 3

1

2

SW 2 / 3
5

Version A 

1*

3

4
K

L

2

 1* Slide door into the required end position.
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Version E 

7

M

SW 3

3*

2

30°

3

1

3* Only lightly tighten, the damper must still remain mobile!
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Version E 

7

3

 4* Slide door and damping into the required end 
position.

SW 3

2

4*
5

N

1

0,5 Nm
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7

4

3

SW 2 / 3

K

L
1

2

2

Q

1

O

8

Version E 
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Fixed element 
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Fixed element singled-side

min. 2LW + 50

min. 2LW + FGB + 50

LW

LW

30

FGB

30 30

Fixed element both 
sides

TB

TB
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B1x

A1x

E1x

C 4x

D1x

F1x

Fixed element singled-side

B1xA1x

E1xC 8x

D1x

G1x
H2x

F2x

Fixed element both sides
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Attention

1. In case of satined panes, fit the rubber seals on the satined side first.

2. When fastening the skirting boards avoid damaging underfloor heating, if installed.
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1
SW 4

2
PZ  2

Ø 8

Ø 5,5

1

4

y

y

2

3

Ø 12

2

45
°

10,5

A

3
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PZ  2
3

x

y

1

x

y

2

90°

3

4

Ø 6 mm

5
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1 2

4

3

4
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1

2

3

SW 3

5

B

5

F

*Catalog number 003.04.011

4*
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6

1 2

LW

LW

D

B
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8

FGB

1 2

3

FGB

G
H

fixed element both sides 




